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PART NUMBER:	
 APPLICATION
250.50.5200	
 1997–2004 CORVETTE

INSTRUCTION SHEET NUMBER:	

950.50.9900A

DOUBLE-D EXHAUST TIP
SURROUND PANEL

TOOLS REQUIRED
• Isopropyl Alcohol
• Scissors 

	
 TEST FIT THE SURROUND PANEL

This product has been designed and 
manufactured to fit all 1997–2004 Corvettes,  
however due to normal tolerances in rear fascia 
dimensions, we recommend that you “test fit” it 
to your car before doing any final finishing.

The tape that is supplied to mount the panel 
is .045” thick, so you should take that into 
account when checking fit.

A) Hold the Exhaust Tip Surround Panel in both 
hands and position it into the recessed area of 
the rear fascia. 

B) Use your index fingers to align the upper 
edges of the surround with the lower lip of the 
rear bumper. These edges should be flush.

C) Next, make sure the Exhaust Tip Surround 
Panel is centered in the bumper recess. 

D) When properly positioned, the Panel will fit 
the recess evenly. 
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PACKAGE CONTENTS
• Tip Surround Panel Assembly
• Double-Sided Tape 

	
 READ THIS FIRST

Callaway’s Exhaust Tip Surround Panel 
provides an attractive method of completing the 
rear treatment of the C5. Specifically designed 
to complement Callaway’s “Double-D” exhaust 
tips, the Surround Panel conforms to the tip 
profile and conceals underbody components. 
Double-sided tape eliminates drilling holes and 
provides for easy installation. The Panel’s 
stainless steel grid is exactly the same material 
used in production Z06 grilles, allowing under-
car air to flow unrestricted through the panel. 

Please review these instructions sheet 
completely before proceeding with the 
installation. If any of these instructions are 
unclear, please call Callaway Technical Service 
at (860) 434–9002 for assistance.

When checking the kit contents against the 
packing slip, make sure that no parts were 
damaged during shipping.

NOTE:  You will be attaching this Exhaust Tip 
Surround Panel to your Corvette with a very 
high bonding acrylic tape. If properly installed, 
this attachment method provides a long lasting 
bond under normal driving conditions. However, 
if your intentions might include spirited driving 
which will produce higher than normal shock 
and stress loads on the vehicle, it is highly 
recommended that you implement a secondary 
attachment method, such as mechanical 
fasteners.
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 APPLY TAPE

The kit comes with a roll of 1/2” wide, very high-
bond tape. 
Apply two lengths of this tape to the surround 
panel as shown in the pictures below.

Some stretching of the tape is necessary in 
order for it to follow the curve of the panel. It 
may be helpful to remove some of backing to 
do this.  Be certain that the tape lies flat (no 
large bumps or folds) along the entire surface of 
the panel.  Any high spots will cause 
interference when you attempt to install it on the 
car. 
Also, make sure that you don’t have any gaps 
between the surfaces of the tip surround and 
the bumper.  If needed, you can apply a section 
of the remaining VHB tape to fill in any gap.

	
 PREPARE SURFACES

Before applying the double-sided tape, you 
must clean both the surface of the Exhaust Tip 
Surround Panel and the underside of the rear 
bumper.

Isopropyl alcohol can been used along with a 
clean wipe.  Be sure that the surfaces are dry 
before applying the tape.

	
 INSTALL EXHAUST TIP 
	
 SURROUND PANEL
Remove any remaining backing from the 
double-sided tape.  Use the method described 
in Step 1 to locate the surround panel into 
position and then apply uniform hand pressure 
to adhere the tape to the bumper. 

Thoroughly inspect your completed installation 
to ensure full contact between the tape and the 
bumper.
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