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INSTALL FILTER ELEMENT
INTO FILTER BASE

INSTALL AIRBOX COVER

A) Slide cover onto base and secure grommets
onto locating pins.

B) Align holes for thumbscrews.

C) Insert and tighten thumbscrews.

D) Loosen clamp for bellows to airbox cover.

E) Slide bellows onto airbox cover, just enough
to provide clearance for elbow placement onto
the throttle body.

F) Slide bellows toward engine until elbow is
properly seated on the throttle body.

G) Snug clamp at throttle body.

H) Snug clamp at bellows.

I) Tighten all fasteners of radiator shroud.

SECURE WIRING

A) Plug in the MAFS and IAT Sensor electrical
connectors and secure excess wiring under LH
injector cover with the zip tie.

B) Reconnect the battery negative cable.

C) Perform GM idle learn procedure as
needed.

AFFIX EMISSIONS LABEL

This device is 50-state legal for 1997-2004 LS1 
Corvettes and 2001 LS6-powered Corvette 
Z06’s. A CARB E.O. label has been provided 
which should be affixed to the vehicle as 
shown below.
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SERVICING THE FILTER
ELEMENT18

Unless it becomes physically damaged or 
improperly maintained, your Callaway air filter 
element will not need replacement during the life of 
your car. The element is pre-oiled as packaged.

Maintenance should be conducted at regular 
intervals as specified in your owners manual and 
should include thorough cleaning and re-oiling of 
the element with Callaway Filter Cleaning Oil: Kit 
P/N 203.50.9250 for Green filter elements (green) 
and Kit P/N 203.50.9251 for K&N filter elements 
(red).

As with any filter element, the operating 
environment, such as high dust areas, will dictate 
the frequency of service intervals.

Service Instructions:

1) Tap filter element or blow out with air to remove
excess dirt. If blowing out, avoid damaging the filter
element material with excessive air pressure.
2) Spray filter element with Callaway cleaning
solution and allow solution to soak into the element
for about 15 minutes.
Tech Tip: Never use strong detergents, high-
pressure water, or flammable solvents.
3) Rinse filter with warm water, clean side to dirty
side, to flush out the dirt.
4) Allow filter to dry naturally. Try to avoid
excessive heat as it might shrink and tear the filter
element material.
5) Re-oil filter using filter oil.

CAUTION: Use only Callaway Filter Cleaning Kits: 
P/N 203.50.9250 for Green filter elements (green) 
and P/N 203.50.9251 for K&N filter elements (red). 
Never use motor oil, transmission fluid, WD-40 or 
other non-recommended oils. Use of non-
recommended oils can result in poor filtration and 
may ignite under certain conditions.

Do not over-oil filter element as this may cause 
damage to engine management sensors in the 
intake system. Apply enough oil to cover the filter 
element material without dripping off the filter. 
Never use Callaway filters without oil.




